TMLIGHTING RIVOFORTY

BRINGING ART TO LIGHT R40OUL LED ACCENT LIGHT

PRODUCT DESCRIPTION

DESCRIPTION REAR MOUNT LED ACCENT LIGHT
CATEGORY IP20 - FOR INDOOR USE ONLY
MATERIAL MACHINED ALUMINIUM

FINISH ANTIQUE BRONZE

DIMMING 1-10V | DALl | PHASE

POWER SUPPLY REMOTE CONSTANT CURRENT
ACCESSORIES REFER TO LISTED LENSES
ROTATION 340° PAN | 90° TILT

WEIGHT 0.25KG

LIGHT ENGINE

POWER 3.9W
CURRENT 1200mA CONSTANT CURRENT
LAMP LUMENS 376Im
. . ® COLOUR RENDERING  CRI 97 Typ.
c us
05 usTeD COLOUR TEMP. 2700K | 3000K | 4000K
P € uk || 97 — | [1200 BEAM DISTRIBUTION  FWHM 12°| 20°| 30°
IA CA[|CRI|]|DC||mA LAMP LIFE >105,000hours - LM70
DIMENSIONS MOUNTING OPTIONS ACCESSORIES
02 SURFACE PLATE SMALL 12 SURFACE PLATE LARGE FROSTED LENS
™ 00 ) I @ 5031-0017
HONEYCOMB LOUVRE
A 5031-0001
13 SURFACE CANOPY SMALL 14 SURFACE CANOPY LARGE COLOUR LENSES
L E 5031-0051 - % CTO
/ \ ’ ’ LINEAR LENSES
i\ / 5031-0102 - 10x60°
AXA i i -

PRODUCT CODE  R40UL.XX.XX.XX.XX

LUMINAIRE TYPE FINISH COLOUR TEMP DISTRIBUTION MOUNTING REMOTE DRIVER ACCESSORIES
(DIMMING)
R40OUL. RIVOFORTY 05. ANTIQUE BRONZE 27.2700K o1.12° 02. SURFACE PLATE S + 1-10V + FROSTED LENS
CU. CUSTOM 30. 3000K 02.20° 12. SURFACE PLATE L + DALI + HONEYCOMB LOUVRE
40. 4000K 03. 30° 13. SURFACE CANOPY S + PHASE + COLOUR LENS
14. SURFACE CANOPY L + LINEAR LENS 10x60°
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